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Intermediate Calendered

4WM32A HP Prime Gloss CP
54in x 150ft 3.4 mil Gloss 96% • • • • • • 10 yrs 7 yrs • • Clear •

4WM34A HP Prime Gloss CP
60in x 150ft 3.4 mil Gloss 96% • • • • • • 10 yrs 7 yrs • • Clear •

4WM24A HP Prime Gloss Air GP
54in x 150ft 3.4 mil Gloss ≥99% • • • • • • 10 yrs 7 yrs • • Gray • •

4WM26A HP Prime Gloss Air GP
60in x 150ft 3.4 mil Gloss ≥99% • • • • • • 10 yrs 7 yrs • • Gray • •

4WM66A HP Prime Matte Air GP
54in x 150ft 3.4 mil Matte ≥99% • • • • • • 10 yrs 7 yrs • • Gray • •

4WM68A HP Prime Matte Air GP
60in x 150ft 3.4 mil Matte ≥99% • • • • • • 10 yrs 7 yrs • • Gray • •

4WM62A HP Prime Gloss Air GR 
54in x 150ft 3.4 mil Gloss ≥99 • • • • • • 10 yrs 7 yrs • • Gray • •

4WM64A HP Prime Gloss Air GR 
60in x 150ft 3.4 mil Gloss ≥99 • • • • • • 10 yrs 7 yrs • • Gray • •

4WM63A HP Prime Gloss Air GR 
54in x 300ft 3.4 mil Gloss ≥99 • • • • • • 10 yrs 7 yrs • • Gray • •

4WM70A HP Prime Matte Air GR 
54in x 150ft 3.4 mil Matte ≥99% • • • • • • 10 yrs 7 yrs • • Gray • •

4WM72A HP Prime Matte Air GR 
60in x 150ft 3.4 mil Matte ≥99% • • • • • • 10 yrs 7 yrs • • Gray • •

High-performance Calendered

4WM08A HP Optimal Gloss Air GRP
54in x 150ft 3 mil Gloss ≥99% • • • • • • • • • 10 yrs 7 yrs • • • • Gray • •

4WM10A HP Optimal Gloss Air GRP
60in x 150ft 3 mil Gloss ≥99% • • • • • • • • • 10 yrs 7 yrs • • • • Gray • •

4WM05A
HP Grip Matte Polymeric 
Air  
54in x 150ft

3.4 mil Matte 96% • • • • TBC TBC • • Clear • •

 
 

   * Products may work for other applications not listed. The user is responsible for determining product 
suitability, including adhesion and, if required, removal characteristics. Products should be tested on  
substrate prior to usage.

   1 Outdoor, laminated, printed with original HP 831 & 871 Latex Inks
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High-performance Clear Printable Laminate

1TH62A
HP Gloss Polymeric 
Overlaminate
54in x 150ft

3 mil Gloss Clear • • • • 5-7 yrs 5-7 yrs Clear •

1TH63A
HP Gloss Polymeric 
Overlaminate
60in x 150ft

3 mil Gloss Clear • • • • 5-7 yrs 5-7 yrs Clear •

1TH72A
HP Matte Polymeric 
Overlaminate
54in x 150ft

3 mil Matte Clear • • • • 5-7 yrs 5-7 yrs Clear •

1TH73A
HP Matte Polymeric 
Overlaminate
60in x 150ft

3 mil Matte Clear • • • • 5-7 yrs 5-7 yrs Clear •

Cast Overlaminate 

CH037A
HP Clear Gloss Cast 
Overlaminate  
54in x 150ft

2 mil Gloss Clear • • • n/a n/a Clear •

CH036A
HP Clear Gloss Cast 
Overlaminate  
60in x 150ft

2 mil Gloss Clear • • • n/a n/a Clear •

   * Products may work for other applications not listed. The user is responsible for determining product 
suitability, including adhesion and, if required, removal characteristics. Products should be tested on  
substrate prior to usage.

   1 Outdoor, laminated, printed with original HP 831 & 871 Latex Inks


